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JC-C20SV-25MP

PRODUCT SIZE:(mm)

Model No. JC-C20SV-25MP

Features:

1.High resolution: 24.47MP, 2.74μm sensor;
2.Zero distortion: @490 WD;
3.Athermalization: no blurring at -20℃ to +60℃;
4.Wide focusing range: 150mm to infinity without
extension ring;
5.Anti-vibration focusing fastening method
6.Can be quickly customized into anti-vibration
lenses

Focal Length 20mm
Resolution 25MP
Sensor Size 1.2"(φ19.3mm)
Working Distance 150mm~∞
Mount C-Mount
F No. F3.5-F11

Operation Focus Manual
Aperture Manual

Filter Size M30.5*0.5
BFL 12.6mm
Temperature Range -20℃～+60℃
Weight 42g

WD
(mm)

I/O
(mm)

Length
(mm) Mag. Optical

Distortion

1.2” 24.47MP 1.1” 25MP 1” 20MP
H(mm) V(mm) H(mm) V(mm) H(mm) V(mm)
14.577 12.604 12.8 12.8 13.133 8.755

200 242.1 24.6 0.098x -0.32% 147.9 127.8 129.8 129.8 133.2 88.7
300 341.4 23.9 0.066x -0.16% 220.7 190.8 193.7 193.7 198.8 132.5
400 441.1 23.6 0.05x -0.06% 293.4 253.7 257.6 257.6 264.3 176.2
500 540.9 23.4 0.04x 0.006% 366.2 316.6 321.5 321.5 329.9 219.9
600 640.8 23.3 0.033x 0.05% 438.9 379.5 385.4 385.4 395.5 263.7
700 740.7 23.2 0.028x 0.08% 511.7 442.5 449.3 449.3 461 307.4
800 840.6 23.1 0.025x 0.10% 584.4 505.4 513.2 513.2 526.6 351.1
1000 1040.5 23 0.02x 0.14% 729.9 631.2 641 641 657.7 438.6
1250 1290.4 22.9 0.016x 0.17% 911.7 788.5 800.8 800.8 821.6 547.9
1500 1540.4 22.9 0.013x 0.19% 1093.6 945.8 960.5 960.5 985.5 657.3


